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1. SCOPE

1.1 Scope. This drawing describes device requirements for class B microcircuits in accordance with 1.2.1 of MIL-STD-883,
"Provisions for the use of MIL-STD-883 in conjunction with compliant non-JAN devices".

1.2 Part or Identifying Number (PIN). The complete PIN shall be as shown in the following example:

1.2.1 Device type(s). The device type(s) shall identify the circuit function as follows:

5962-87671 01 K X
| | | |
* ; ; ;
Drawing number Device type Case outline Lead finish
(see 1.2.1) (see 1.2.2) (see 1.2.3)

1.2.1 Device type(s). The device type(s) shall identify the circuit function as follows:

Device type Generic number Circuit function

01 PAL20L8B 20-input 8-output AND-OR invert gate array

02 PAL20R8B 20-input 8-output registered AND-OR gate array
03 PAL20R6B 20-input 6-output registered AND-OR gate array
04 PAL20R4B 20-input 4-output registered AND-OR gate array
05 PLUS20L8 20-input 8-output AND-OR invert gate array

06 PLUS20RS8 20-input 8-output registered AND-OR gate array
07 PAL20L8-15 20-input 8-output AND-OR invert gate array

08 PAL20R8-15 20-input 8-output registered AND-OR gate array
09 PAL20R6-15 20-input 6-output registered AND-OR gate array
10 PAL20R4-15 20-input 4-output registered AND-OR gate array
11 PAL20L8-12 20-input 8-output AND-OR invert gate array

12 PAL20R8-12 20-input 8-output registered AND-OR gate array
13 PAL20R6-12 20-input 6-output registered AND-OR gate array
14 PAL20R4-12 20-input 4-output registered AND-OR gate array
15 PAL20L8-10 20-input 8-output AND-OR invert gate array

16 PAL20R8-10 20-input 8-output registered AND-OR gate array
17 PAL20R6-10 20-input 6-output registered AND-OR gate array
18 PAL20R4-10 20-input 4-output registered AND-OR gate array
19 PAL20R8-7 20-input 8-output registered AND-OR gate array

1.2.2 Case outline(s). The case outline(s) shall be as designated in MIL-STD-1835 and as follows:

Outline letter Descriptive designator Terminals Package style
K GDFP2-F24 or CDFP3-F24 24 Flat pack
L GDIP3-T24 or CDIP4-T24 24 Dual-in-line
3 CQCC1-N28 28 Square leadless chip carrier

1.2.3 Lead finish. The lead finish shall be as specified in MIL-M-38510. Finish letter "X" shall not be marked on the microcircuit or
its packaging. The "X" designation is for use in specifications when lead finishes A, B, and C are considered acceptable and]
interchangeable without preference.
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1.3 Absolute maximum ratings.

Supplyvoltagerange ......... .. ... .. i -0.5Vdcto+7Vdc
Inputvoltage range . .. ... -1.5Vdcat-18 mAto+5.5V
Storage temperature range . ... -65°C to +150°C

Lead temperature (soldering, 10 seconds) ............. +260°C

Thermal resistance, junction-to-case (Q3c) 1/ .......... See MIL-STD-1835

Output voltage applied . .......... ... ... .. 5.5Vdc

Outputsinkcurrent . . ... .o i 100 mA

Maximum power dissipation (Pp) 2/ .................. 12w

Maximum junction temperature (T3) .................. +175°C

1.4 Recommended operating conditions.

Supply voltage range (V) «vvvvve i e 4.5V dc minimum to 5.5 V dc maximum
Minimum high level input voltage (V|q) ................ 2.0Vdc

Maximum low level input voltage (V) ................. 0.8Vdc

Case operating temperature range (Tc) ............... -55°C to +125°C

2. APPLICABLE DOCUMENTS

2.1 Government specification, standards, and bulletin. Unless otherwise specified, the following specification, standards, and buIIetinI
of the issue listed in that issue of the Department of Defense Index of Specifications and Standards specified in the solicitation, form a
part of this drawing to the extent specified herein.
SPECIFICATION
MILITARY
MIL-M-38510 - Microcircuits, General Specification for.
STANDARDS
MILITARY

MIL-STD-883 - Test Methods and Procedures for Microelectronics.
MIL-STD-1835 - Microcircuit Case Outlines.

BULLETIN
MILITARY
MIL-BUL-103 - List of Standardized Military Drawings (SMD's).

(Copies of the specification, standards, and bulletin required by manufacturers in connection with specific acquisition functions
should be obtained from the contracting activity or as directed by the contracting activity.)

2.2 Order of precedence. In the event of a conflict between the text of this drawing and the references cited herein, the text of this
drawing shall take precedence.

lTHeat sinking is recommended to reduce the junction temperature.
2/ Must withstand the added Pp due to short circuit test (e.g., lng).
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3. REQUIREMENTS

3.1 Item requirements. The individual item requirements shall be in accordance with 1.2.1 of MIL-STD-883, "Provisions for the use|
of MIL-STD-883 in conjunction with compliant non-JAN devices" and as specified herein.

3.2 Design, construction, and physical dimensions. The design, construction, and physical dimensions shall be as specified in
MIL-M-38510 and herein.

3.2.1 Case outline(s). The case outline(s) shall be in accordance with 1.2.2 herein.

3.2.2 Terminal connections. The terminal connections shall be as specified on figure 1.

3.2.3 Truth tables. The truth tables shall be as specified on figure 2.

3.2.3.1 Unprogrammed devices. The truth table for unprogrammed devices for contracts involving no altered item drawing shalll
be as specified on figure 2. When required in groups A, B, or C (see 4.4), the devices shall be programmed by the manufacturer prior|
to test with a minimum of 50 percent of the total number of gates programmed or to any altered item drawing pattern which includes at]
least 25 percent of the total number of gates programmed.

3.2.3.2 Programmed devices. The truth table for programmed devices shall be as specified by an attached altered drawing.

3.2.4 Logic diagram. The logic diagram for unprogrammed devices shall be as specified on figure 3.

3.3 Electrical performance characteristics. Unless otherwise specified herein, the electrical performance characteristics are as
specified in table | and apply over the full case operating temperature range.

3.4 Electrical test requirements. The electrical test requirements shall be the subgroups specified in table Il. The electrical test for|
each subgroup are described in table I.

3.5 Marking. Marking shall be in accordance with MIL-STD-883 (see 3.1 herein). The part shall be marked with the PIN listed in
1.2 herein. In addition, the manufacturer's PIN may also be marked as listed in MIL-BUL-103 (see 6.6 herein).

3.6 Certificate of compliance. A certificate of compliance shall be required from a manufacturer in order to be listed as an approved
source of supply in MIL-BUL-103 (see 6.6 herein). The certificate of compliance submitted to DESC-EC prior to listing as an approved
source of supply shall affirm that the manufacturer's product meets the requirements of MIL-STD-883 (see 3.1 herein) and the
requirements herein.

3.7 Certificate of conformance. A certificate of conformance as required in MIL-STD-883 (see 3.1 herein) shall be provided with]
each lot of microcircuits delivered to this drawing.

3.8 Notification of change. Notification of change to DESC-EC shall be required in accordance with MIL-STD-883 (see 3.1 herein).

3.9 Verification and review. DESC, DESC's agent, and the acquiring activity retain the option to review the manufacturer's facility|
and applicable required documentation. Offshore documentation shall be made available onshore at the option of the reviewer.

3.10 Processing options. Since the device is capable of being programmed by either the manufacturer or the user to result in aj
wide variety of configurations, two processing options are provided for selection in the contract, using an altered item drawing.

3.10.1 Unprogrammed device delivered to the user. All testing shall be verified through group A testing as defined in 3.2.3.1 and]
table Il. It is recommended that users perform subgroups 7 and 9 after programming to verify the specific program configuration.

3.10.2 Manufacturer-programmed device delivered to the user. All testing requirements and quality assurance provisions herein,
including the requirements of the altered item drawing, shall be satisfied by the manufacturer prior to delivery.
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TABLE I. Electrical performance characteristics.
Test Symbol Conditions L/ Group A |Device Limits Unit
-55°C < T < +125°C subgroups | type
45V <Vee <55V Min Max
unless otherwise specified
Input clamp Vic Vee =45V, |=-18 mA 1 All -1.5 \
voltage
High level output VoH |Vcc=45V,V) <08V, 1.2.3 01-18 2.4 %
voltage VIH=22.0V, gy =-2 mA 1.2 19 2.4
3 19 2.3
Low level output VoL Vee=45V,V) <08V, 1,2,3 All 0.5 \
voltage VIH22.0V, gL =12 mA
High level input VIH Vee =55V 2/ 1,2,3 All 2.0 \Y
voltage
Low level input VIL Vee =55V 2/ 1,2,3 All 0.8 \Y
voltage
| _
High level input IH Vee =55V, |OE  11,2,3 All 40 HA
current Vi=24V, 3/ \
all other pins = 0.0 V | others
\ 25
Low level input h Vce=55V,V|=04V 3/ 1,2,3 All -0.25 mA
current
Output short los Vce=55V,Vo=05V 4/ 1,2,3 01,02, |-30 -250 mA
circuit current Vig=20V,V| <08V 03, 04,
07, 08,
09, 10,
11,12,
13, 14,
15, 16,
17,18
05, 06 -30 -90
19 -30 -130
Input current I Vcc=55V,V| =55V 1,2,3 All 1.0 mA
Off-state output lozL Vece=55V,V| <08V 1,2,3 All -250 MA
current VIH22.0V,Vg=04V 3/
Off-state output lozH Vece=55V,V| <08V 1,2,3 All 100 MA
current VIH22.0V,Vg=24V 3/
Supply current Icc Vecec =55V 1,2,3 01-14 210 mA
15-19 220
See footnotes at end of table.
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TABLE |. Electrical performance characteristics - Continued.

Test Symbol Conditions 1/ Group A | Device Limits Unit
-55°C < T £ +125°C subgroups | type
45V <Vee <55V Min Max
unless otherwise specified
Propagation delay tPHL Vce = 5.0V, £10 percent, 9,10, 11 01,03, 20 ns
data input to CL =50 pF 04
output Rq =390Q), Ry = 7500,
or equivalent 07,09, 15
10
11,13, 12
14
05,15, 10
17,18
Propagation delay tpLH 9,10,11 | 01,03, 20 ns
data input to 04
output
07,09, 15
10
11,13, 12
14
05,15, 10
17,18
Propagation delay tpzH 9,10,11 | 01,03, 25 ns
high impedance 04
to output high 07,09,
10,11, 15
13,14
05,15, 12
17,18
Propagation delay tpzL 9,10,11 | 01,03, 25 ns
high impedance 04
to output low 07,09,
10,11, 15
13,14
05,15, 12
17,18
Propagation delay tpHZ 9,10,11 | 01,03, 20 ns
output high to 04
high impedance 07,09,
5/ 10,11, 15
13,14
05,15, 12
17,18
See footnotes at end of table.
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TABLE |. Electrical performance characteristics - Continued.

Test Symbol Conditions 1/ Group A | Device Limits Unit
-55°C < T < +125°C subgroups | type
45V <Vee <55V Min Max
unless otherwise specified
Propagation delay tpLz Vce = 5.0V, £10 percent, 9,10, 11 01,03, 20 ns
output low to CL =50 pF 04
high impedance R =390Q, Ry = 7500, 07,09,
5/ or equivalent 10,11, 15
13,14
05,15, 12
17,18
Propagation delay tpzH 9,10,11 | 02,03, 20 ns
high impedance to 04
output high (pin 08,09,
13 to output 10,12, 15
enable) 13,14
06,16, 12
17,18
19 8
Propagation delay tpzL 9,10,11 | 02,03, 20 ns
high impedance to 04
output low (pin 08,09,
13 to output 10,12, 15
enable) 13,14
06,16, 12
17,18
19 8
Propagation delay tPHZ 910,11 02,03, 20 ns
output high to 04
high impedance 08,09,
(pin 13 to output 10,12, 15
disable) 13,14
5/
06,16,
17,18, 12
19 8
Propagation delay tpLz 9,10,11 | 02,03, 20 ns
output low to 04
high impedance 08,09,
(pin 13 to output 10,12, 15
disable) 5/ 13,14
06,16,
17,18 12
19 10
See footnotes at end of table.
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TABLE |. Electrical performance characteristics - Continued.

Test

Symbol

Conditions 1/
-55°C < Tc < +125°C
45V<Vec<55V
unless otherwise specified

Group A
subgroups

Device Limits

Unit

type
Min

Max

Clock to output

tPCH

tpcL

Minimum clock pulse
width (high)

tph(CL)

Minimum clock pulse
width (low)

tpi(cL)

Minimum setup time
2/

Minimum hold time
2/

tH

Vce =5.0V, £10 percent,
C =50 pF,

RL = 390Q, Ro = 7500,
or equivalent

9,10,11

02,03,04,
08,09.10,

ns

19

06,12,
13,14

16,17,18
19

9,10,11

02,03,04 12

ns

06,08,09,
10,12,13, 10
14

16,17,18 8

19 5

9,10,11

02,03,
04,08, 12
09,10

ns

06,12, 10
13,14

16,17, 8
18

19 5

9,10,11

02,03, 20
04

ns

08,09, 15
10

12,13,
14 12

16,17, 10
18

19 7

9,10,11

02,03,
04,08, 0
09,10,
12,13,
14,16,
17,18,
19

ns

See footnotes at end of table.
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TABLE |. Electrical performance characteristics - Continued.

Test Symbol Conditions 1/ Group A | Device Limits Unit
-55°C < T < +125°C subgroups | type
45V <Vee <55V Min Max
unless otherwise specified
Maximum clock fvAax Vce =5.0V, £10 percent, 9,10,11 02,03, 41.6 MHz
frequency 2/ 6/ CL =50 pF 04
RL = 390Q, Ro = 7500,
or equivalent 08,09,
10,12, 50
13,14,
16,17, 62.5
18
19 100

1/ All voltages are referenced to ground.

2/ Tested only initially and after any design change.

3/ /0 terminal leakage is the worst case of Ijx or lgzx.

4/ Only one output shorted at a time.

5/ C|_=5pF. Equivalent testing may be used to simulate the 5 pF load.

6/ fMAX = 1 .
2x |tp(Cp) |

4. QUALITY ASSURANCE PROVISIONS

4.1 Sampling and inspection. Sampling and inspection procedures shall be in accordance with section 4 of MIL-M-38510 to the
extent specified in MIL-STD-883 (see 3.1 herein).

4.2 Screening. Screening shall be in accordance with method 5004 of MIL-STD-883, and shall be conducted on all devices prior|
to quality conformance inspection. The following additional criteria shall apply:

a. Burn-in test, method 1015 of MIL-STD-883.
(1) Test condition A, B, C, or D. The test circuit shall be maintained by the manufacturer under document revision level
control and shall be made available to the preparing or acquiring activity upon request. The test circuit shall specify the
inputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specified in test method 1015

of MIL-STD-883.
(2) Tp=+125°C, minimum.

b. Interim and final electrical test parameters shall be as specified in table Il herein, except interim electrical parameter tests prior
to burn-in are optional at the discretion of the manufacturer.
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Device types 01 and 05

CASE 3

NC Ip Ip Ig Vecliz 07

Device types 01, 05, 07, 11, and 15 (4 3 2 1 28 27 26 )
I3 5 25 NC
CASE K and L
I4 6 24 1/0g
I5 7 TOP VIEW 23 1/05
\_/
Ig Eﬁ 24] Vec Ig 22 1/04
PLANE 2 1/0
B =l 7 Sy
I 2 23] 113
Ig 10 20 1/0,
I, [3]— %E 07 NC o[ 11 19]|c 1/04
\_12 13 14 15 16 17 18 J
s [ Doyl 1%
Iq I{gGND Iy Iy, Oy NC
o B ey 20 1705
Is [6}— AONFE] %E 1/04 Device types 07, 11, and 15
e CASE 3
e [T {019 1703
I 11 Ig NCvec Iy2 Og
b B e V0
(4 3 2 1 28 27 26 )
e 5 Do 1d /0 B000° l1q o
Iy 6 24 1/0¢g
Ig @— 5&,7@ Og Ig 7 TOP VIEW 23 1/05
NC 22 NC
I [T} 4] 11,
I g PLANE 2 o1 1/04
GND [12] | 3] 144 1; 0|10 20 1/03
Ig 11 19 1/0;
\_12 13 14 15 16 17 18 )
Iq I;gONDNC I;5174 Oy
NOTE: Previously on revision A of this document, device 07 was erroneously shown with the incorrect terminal
connection for case 3 package.
FIGURE 1. Terminal connections.
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Device types 02 and 06

CASE 3

NC I IpCLKVeeIqq1/07

Device types 02, 06, 08, 16, and 19 (4 3 2 1 28 27 26 )
I 5 25 NC
CASE K and L
I3 6 24 OE
I4 7 TOP VIEW 23 05
N
CLK [T —>— 24] Ve I5 0| |8 22| o4
e g PLANE 2 21 03
o [2}— 23 111
17 10 20 0,
I [3H 0 a 22] 07 NC | |11 19 04
$> 0 \_12 13 14 15 16 17 18 J
Iz [41+ TP ¢ 21 0¢ I
> 0 Ig Ig GND OE I;5I/0gNC
I3 [51— P 0 20 Os
> 0
Iy E_ A[]NF? Ll 9 E op} Device types 08, 12, 16, and 19
caTE | 1o CASE 3
Is E ARRAYMMD 9 E 03
> Q I Iy CLKNC Vee I12 Og
f B Hp oo o
P> 0 (4 3 2 1 28 27 26 )
] S IEL EHIE 25 [q 07
e 4 1, 0| |6 24| ¢C 0g
Ig [L0} P % 115 09 Is 0| |7 TOP VIEW 23 Os
Iy [0 ] 0 NC 8 22 NC
9 — 14 I
I 5 PLANE 2 a1 04
GND [12] 13] OF 17 0| |10 20(|cC 03
Ig 11 19 0,
\_12 13 14 15 16 17 18 J
Ig I;oGND NC OE I;; 04
NOTE: Previously on revision A of this document, device 08 was erroneously shown with the incorrect terminal
connection for case 3 package.
FIGURE 1. Terminal connections - Continued.
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Device type 03

CASE 3

NC Iq IpCLKVecIqq1/07

Device types 03, 09, 13, and 17 (4 3 2 1 28 27 26 )
I; 5 25 NC
CASE K and L
I3 6 24 UB
Iq 7 TOP VIEW 23 05
~
cLk[1 > 24] Vee I5 >l |8 22| |¢ 04
Ie g PLANE 2 )1 05
lo (2} EERSH!
I; 10 20 0,
I [3H ﬁw{f>ogtgggfég}1/o7 NC | |11 19 04
\_12 13 14 15 16 17 18 )

Ny
[=]
|
[

[
o
oo

[
=]
O
o

I

8 Ig GND OE I,45I/0gNC

&
[]
|
[
[
O
oo
[
=]
o
(@)]

14 E_ AUNFEJ R 3/\ o E Oq Device types 09, 13, and 17
GATE [ 122 CASE 3
15 7" g b odid 03
- O’] Ip I¢ CLKNC Ve Iq2 1708
le [81 A RGNS
e _0) (4 3 2 1 28 27 26 )
¢
17 E_ 1D QM%E 04 I3 S 25 07
gty I, 0|6 24 Og
o [0 o119 10,
I 7 TOP VIEW 23 0
44444J 5 5
NC > |8 22 NC
Iy [11]— 14 110
e . PLANE 2 - 04
GND [12] <13 oF 17 || 10 20| ¢ 03
Ig 11 19 0>
\_12 13 14 15 16 17 18 J

Iq IlOGND NC OE I44 1704

NOTE: Previously on revision A of this document, device 09 was erroneously shown with the incorrect terminal
connection for case 3 package.

FIGURE 1. Terminal connections - Continued.
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Device type 04

CASE 3

NC Iy IpCLKVeeIqq11/707

Device types 04, 10, 14, and 18 (4 3 2 1 28 27 26 )
I, 5 25 NC
CASE K and L
I3 6 24 1/0
Ig 7 TOP VIEW 23 05
~
cLk[1 > 24] Vee I5 >l |8 22| |¢ 04
Ie g PLANE 2 - 03
o (2} EERSH!
I; 10 20 0,
I [3H %k{ﬁ>ogtgggfzg]1/o7 NC D[ |11 19 1/0
‘ \_12 13 14 15 16 17 18 )
p [ el vo ~
Ig Ig GND OE I,5I/0gNC
s BH  HP gofzd o
& OW
Iy E— ADNF? ) 9~@—<}@ Oq Device types 10, 14, and 18
GATE | P CASE 3
s (71" oo o3
0y I, I; CLKNC Vee 112 1/0g
e [8]-|  HP OHo{id] 0
& 0 (4 3 2 1 28 27 26 )
17 [9} ::ﬂE>O 6] 1/04 I3 5 25 1/07
— | Iy 6 24 Og
lg [10/— — Lo 15 1700 Is | |7 TOP VIEMW 23||q 05
NC 8 22 NC
Iy [11}— 14 11
I . PLANE 2 - 04
GND [12] <p—13 o€ 17 0|10 20| ¢ 03
Ig 11 19 1/0,
\_12 13 14 15 16 17 18 )

Iq IlOGND NC OE I44 1704

NOTE: Previously on revision A of this document, device 10 was erroneously shown with the incorrect terminal
connection for case 3 package.

FIGURE 1. Terminal connections - Continued.
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Device types 01, 05, 07, 11, 15

Inputs Outputs
s l2 1 (Mo [l9 '8 [ |6 |5 | |la |l |l [lo [VOg |[VOg |[I/O4 [VO5 | VO, |04 |Og
X X X X X X X X X X X X X Z Z Z Z Z Z Z Z
Device types 02, 06, 08, 12, 16, 19
Inputs Outputs
OE /11 |Vg (Vg Vg W7 |Vg |[Vs W4 W3 |Vy (V1 WO |CLK|O; [Og |Og |O4 |O3 [O, |Og |Og
H X X X X X X X X X X X X | CLK Z Z Z Z Z Z Z Z
L X X X X X X X X X X X X | CLK H H H H H H H H
Device types 03, 09, 13, 17
Inputs Outputs
OE /11 |V1g (Vg Vg W7 Vg [Vs W4 W3 |lVy (V1 WO |CLK|I/O;[Og |Og5 |O4 |O3 [O, |O; |WOq
H X X X X X X X X X X X X | CLK Z Z Z Z Z Z Z Z
L X X X X X X X X X X X X | CLK Z H H H H H H Z
Device types 04, 10, 14, 18
Inputs Outputs
OE /11 [V1g (Vg Vg W7 Vg [Vs W4 W3 |lVy (V1 WO |CLK|I/O;[lVO6]|Og5 |O,4 |Oz [Oy, |04 |1/Oq
H X X X X X X X X X X X X | CLK Z Z Z Z Z Z Z Z
L X X X X X X X X X X X X | CLK Z Z H H H H Z Z

FIGURE 2. Truth tables (unprogrammed).

STANDARDIZED

MILITARY DRAWING
DEFENSE ELECTRONICS SUPPLY CENTER
DAYTON, OHIO 45444

SIZE

5962-87671

REVISION LEVEL
C

SHEET
14

DESC FORM 193A
JUL 91




Device types 01, 05, 07, 11, 15

0 2 46 810121416182022242628 30 323436 38
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&O > 17 170,
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&0 16
g_/ a I/Ul
63
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71
I104‘11 J} i\ 61 1 Iy
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FIGURE 3. Unprogrammed logic diagrams.
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Device types 02, 06,08, 12, 16, 19

0 2 46 810121416182022242628 30 323436 38
gl 3| 57]9(11]13|15]17[19]21[23|2927|2931|33|35(37|39

s

01214161 8110112114[16118[20122[24126128130132/34136138|
1 357 9111315171921232527293133353739

FIGURE 3. Unprogrammed logic diagrams - Continued.
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Device types 03, 09, 13, and 17
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FIGURE 3. Unprogrammed logic diagrams - Continued.
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Device types 04, 10, 14, and 18
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N/
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FIGURE 3. Unprogrammed logic diagrams - Continued.
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4.3 Quality conformance inspection. Quality conformance inspection shall be in accordance with method 5005 of MIL-STD-883
including groups A, B, C, and D inspections. The following additional criteria shall apply.

4.3.1 Group A inspection.

TABLE Il. Electrical test requirements. 1/ 2/ 3/

Subgroups
MIL-STD-883 test requirements (per method
5005, table 1)
Interim electrical parameters 1
(method 5004)
Final electrical test parameters 1%, 2,3, 7%,
(method 5004) for programmed 8
devices
Final electrical test parameters 1%, 2,3, 7%,
(method 5004) for unprogrammed 8
devices
Group A test requirements 1,2,3,7,
(method 5005) 8,9,10,11
Groups C and D end-point electrical 1,2,3,7,
parameters (method 5005) 8

1/ * PDA applies to subgroups 1 and 7.

2/ Any or all subgroups may be combined when using
high-speed testers.

3/ Subgroups 7 and 8 functional tests shall also
verify the truth table of figure 2 for unprogrammed
devices or that the altered item drawing pattern
exists for programmed devices.

a
b.

C.

@)

@)

d. Subgroups 7 and 8 shall include verification of the truth table.

Tests shall be as specified in table Il herein.
Subgroups 4, 5, and 6 in table I, method 5005 of MIL-STD-883 shall be omitted.

Unprogrammed devices, shall be tested for programmability and ac performance compliance to the requirements of group
A, subgroups 9, 10, and 11. Either of two techniques is acceptable.

Testing the entire lot using additional built-in test circuitry which allows the manufacturer to verify programmability and ac|
performance without programming the user array. If this is done, the resulting test patterns shall be verified on all devices
during subgroups 9, 10, and 11, group A testing in accordance with the sampling plan specified in MIL-STD-883, method
5005.

If each compliance cannot be tested on an unprogrammed device, a sample shall be selected to satisfy programmability
requirements prior to performing subgroups 9, 10, and 11. Twelve devices shall be submitted to programming (see
3.2.3.1) If more than two devices fail to program, the lot shall be rejected. At the manufacturer's option, the sample may|
be increased to 24 total devices with no more than 4 total device failures allowable. Ten devices from programmability]
sample shall be submitted to the requirements of group A, subgroups 9, 10, and 11. If no more than two total devices fall,
the lot shall be rejected. At the manufacturer's option, the sample may be increased to 20 total devices with no more thanj
4 total device failures allowable.
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4.3.2 Groups C and D inspections.

a. End-point electrical parameters shall be as specified in table Il herein.

b. Steady-state life test conditions, method 1005 of MIL-STD-883.

inputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specified in test method 1005
of MIL-STD-883.

(2) Tp = +125°C, minimum.
(3) Test duration: 1,000 hours, except as permitted by method 1005 of MIL-STD-883.

4.4 Programming procedures. The programming procedures shall be as specified by the device manufacturer.

5. PACKAGING

5.1 Packaging requirements. The requirements for packaging shall be in accordance with MIL-M-38510.

6. NOTES

6.1 Intended use. Microcircuits conforming to this drawing are intended for use when military specifications do not exist and
qualified military devices that will perform the required function are not available for original equipment manufacturer application. When
a military specification exists and the product covered by this drawing has been qualified for listing on QPL-38510, the device specified
herein will be inactivated and will not be used for new design. The QPL-38510 product shall be the preferred item for all applications.

6.2 Replaceability. Microcircuits covered by this drawing will replace the same generic device covered by a contractor-prepared
specification or drawing.

6.3 Configuration control of SMD's. All proposed changes to existing SMD's will be coordinated with the users of record for the
individual documents. This coordination will be accomplished in accordance with MIL-STD-481 using DD Form 1693, Engineering
Change Proposal (Short Form).

6.4 Record of users. Military and industrial users shall inform Defense Electronics Supply Center when a system application requires
configuration control and the applicable SMD. DESC will maintain a record of users and this list will be used for coordination and
distribution of changes to the drawings. Users of drawings covering microelectronics devices (FSC 5962) should contact DESC-EC,
telephone (513) 296-6047.

6.5 Comments. Comments on this drawing should be directed to DESC-EC, Dayton, Ohio 45444, or telephone (513) 296-5377.

6.6 Approved sources of supply. Approved sources of supply are listed in MIL-BUL-103. The vendors listed in MIL-BUL-103 have
agreed to this drawing and a certificate of compliance (see 3.6 herein) has been submitted to and accepted by DESC-EC.

(1) Test condition A, B, C, or D. The test circuit shall be maintained by the manufacturer under document revision level
control and shall be made available to the preparing or acquiring activity upon request. The test circuit shall specify the
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STANDARDIZED MILITARY DRAWING SOURCE APPROVAL BULLETIN
DATE: 93-02-19

Approved sources of supply for SMD 5962-87671 are listed below for immediate acquisition only and shall be added to MIL-BUL-103
during the next revision. MIL-BUL-103 will be revised to include the addition or deletion of sources. The vendors listed below have agreed
to this drawing and a certificate of compliance has been submitted to and accepted by DESC-EC. This bulletin is superseded by the next
dated revision of MIL-BUL-103.

Standardized Vendor Vendor
military drawing CAGE similar
PIN number PIN 1/
5962-8767101KX 01295 TIBPAL20L8-20MWB
50364 PAL20L8BMW/883B
5962-8767101LX 01295 TIBPAL20L8-20MJTB
50364 PAL20L8BMJS/883B
5962-87671013X 01295 TIBPAL20L8-20MFDB
50364 PAL20L8BML/883B
5962-8767102KX 01295 TIBPAL20R8-20MWB
50364 PAL20R8BMW/883B
5962-8767102LX 01295 TIBPAL20R8-20MJTB
50364 PAL20R8BMJS/883B
5962-87671023X 01295 TIBPAL20R8-20MFDB
50364 PAL20R8BML/883B
5962-8767103KX 01295 TIBPAL20R6-20MWB
50364 PAL20R6BMW/883B
5962-8767103LX 01295 TIBPAL20R6-20MJTB
50364 PAL20R6BMJS/883B
5962-87671033X 01295 TIBPAL20R6-20MFDB
50364 PAL20R6BML/883B
5962-8767104KX 01295 TIBPAL20R4-20MWB
50364 PAL20R4BMW/883B
5962-8767104LX 01295 TIBPAL20R4-20MJTB
50364 PAL20R4BMJS/883B
5962-87671043X 01295 TIBPAL20R4-20MFDB
50364 PAL20R4BML/883B
5962-8767105KX 2/ PLUS20LB/BKA
5962-8767105LX 2/ PLUS20L8/BLA
5962-87671053X 2/ PLUS20LB/B3A

See footnotes at end of table.

The information contained herein is disseminated for convenience only and
the Goverment assumes no liability whatsoever for any inaccuracies in this
information bulletinn.
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STANDARDIZED MILITARY DRAWING SOURCE APPROVAL BULLETIN - Continued.

Standardized Vendor Vendor
military drawing CAGE similar
PIN number PIN 1/
5962-8767106KX 2/ PLUS20R8/BKA
5962-8767106LX 2/ PLUS20RB/BLA
5962-87671063X 2/ PLUS20R8/B3A
5962-8767107LX 34335 PAL20L8-15/BLA
5962-87671073X 34335 PAL20L8-15B3A
5962-8767108LX 34335 PAL20R8-15/BLA
5962-87671083X 34335 PAL20R8-15/B3A
5962-8767109LX 34335 PAL20R6-15/BLA
5962-87671093X 34335 PAL20R6-15/B3A
5962-8767110LX 34335 PAL20R4-15/BLA
5962-87671103X 34335 PAL20L4-15/B3A
5962-8767111LX 34335 PAL20L8-12/BLA
5962-87671113X 34335 PAL20L8-12/B3A
5962-8767112LX 34335 PAL20R8-12/BLA
5962-87671123X 34335 PAL20R8-12/B3A
5962-8767113LX 34335 PAL20R6-12/BLA
5962-87671133X 34335 PAL20R6-12/B3A
5962-8767114LX 34335 PAL20R4-12/BLA
5962-87671143X 34335 PAL20R4-12/B3A
5962-8767115KX 01295 TIBPAL20L8-10MWB
5962-8767115LX 01295 TIBPAL20L8-10MJTB
34335 PAL20L8-10/BLA
5962-87671153X 01295 TIBPAL20L8-10MFKB
34335 PAL20L8-10/B3A
5962-8767116KX 01295 TIBPAL20R8-10MWB
5962-8767116LX 01295 TIBPAL20R8-10MJTB
34335 PAL20R8-10/BLA
5962-87671163X 01295 TIBPAL20R8-10MFKB
34335 PAL20R8-10/B3A
5962-8767117KX 01295 TIBPAL20R6-10MWB
5962-8767117LX 01295 TIBPAL20R6-10MJTB
34335 PAL20R6-10/BLA
5962-87671173X 01295 TIBPAL20R6-10MFKB
34335 PAL20R6-10/B3A

See footnotes at end of table.
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STANDARDIZED MILITARY DRAWING SOURCE APPROVAL BULLETIN - Continued.

Standardized Vendor Vendor

military drawing CAGE similar

PIN number PIN 1/

5962-8767118KX 01295 TIBPAL20R4-10MWB

5962-8767118LX 01295 TIBPAL20R4-10MJTB
34335 PAL20R4-10/BLA

5962-87671183X 34335 PAL20R4-10/B3A
01295 TIBPAL20R4-10MFKB

5962-8767119KX 01295 TIBPAL20R8-7TMWB

5962-8767119LX 01295 TIBPAL20R8-7MJTB

5962-87671193X 01295 TIBPAL20R8-7TMFKB

1/ Caution. Do not use this number for item acquisition.
Items acquired to this number may not satisfy the performance
requirements of this drawing.

2/ Not available from an approved source.

Vendor CAGE Vendor name
number and address Fusible-link
01295 Texas Instruments, Incorporated Titanium-tungsten

13500 N. Central Expressway

P.O. Box 655305

Dallas, TX 75265

Point of contact: [-20 at FM 1788
Midland, TX 79711-0448

34335 Advance Micro Devices Titanium-tungsten
901 Thompson Place
P.O. Box 3453
Sunnyvale, CA 94088

50364 MMI/AMD Titanium-tungsten
2175 Mission College Boulevard
Santa Clara, CA 95054-1592
Point of contact: 901 Thompson Place
P.O. Box 3453
Sunnyvale, CA 94088

30f3



